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(57) ABSTRACT

Techniques for avoiding dynamic domain name system
(DNS) collisions are disclosed. In one particular exemplary
embodiment, the techniques may be realized as a method for
avoiding dynamic domain name system (DNS) collisions
comprising: storing a first location associated with a first
client device, a second location associated with a second
client device, and a third location associated with a network,
receiving, from the first client device, a first notification indi-
cating an Internet Protocol (IP) address via the network,
receiving, from the second client device, a second notification
indicating the IP address via the network, determining a most
likely owner of the network between the first client device and
the second client device based on the first location, the second
location, and the third location, and applying a content filter-
ing policy associated with the first client device when the first
client device is determined to be the most likely owner.

20 Claims, 6 Drawing Sheets

Device 100

Cliens
120

Dynamic DNS Account Activation
Mocdule

122

Server 1404
Dynamic DNS Account Management
Module
142 Devi

58

=

Reverse DNS Agent Module
124

Content Filtering Meduie
144

Website Request Module
128

Domain Name Resolution Madule
146

Priority Determination Module
148

Network
190

Network
150

Client
110

Device
160B(N)




US 9,130,994 B1

Sheet 1 of 6

Sep. 8, 2015

U.S. Patent

00l

INJ08]

aome(]

{£)081

aoinag

F 3

061
someN

INJY0GT

801A8(

\ Lv0o9i

anineQ

NJgosE |,
solag L 94
L ]
L ]
®
gosr |,
ao1no(g A
0l
TOPL u3lo
NETVETS
4
0Z}
ouqge
&
8Pl
8|NPO UojeUIWIS)a(] AJuoud TN
aINpo 1sanbay ausgep
91
9|NPON UoNN|oSaY IWEN UIBWIO(]
— A3
144! atnpolN waby SNQg as19nay
ainpopy Bunsyiy Juspuo)
sTT t44
m_mwws_ 3INPON
uswabeuep N9y SNQ Slweuiq UOHEAIY JUNGOOY SN AlWeuAQ
V0PI 16A19S %wwu




US 9,130,994 B1

Sheet 2 of 6

Sep. 8, 2015

U.S. Patent

¢ "Old

062

0ce N
[suueyy aiqgi4
wajshg Joyeadg y w_n_m_ww; 4o
F{*74 sng 1S0S isld pie0gASY asnoy Uusalos
Aopeg paxi4 Aeidsig
3 r Y 7 Y 7 Y X
y A 4 \ 4 y \ 4
05¢ 444 ore s N (54 a4 8ee 9cc
laBeuep soepaiu| | |2ALQ ¥SIO m.<mm_m_.m_ ﬂwm_m_m aoepaju| | | Je)100u00 Hod Jaydepy
lamod olpny [eando abeio)g pleogAay [BU2g Aepdsig
A 7 Y r Y r F Y 7 Y r Y F 3
A
< h 0 4 >
- Zle
y \ 4 y A 4 971 Y
VivA S— 774 — b ric
Hun o ommm:o mthME_ 8ic — ﬁm;:fmm — _omwwmen_
ysiq Addoj4 Hod [eLes HIOMIBN 19I10RU03 O/l m_wwhs_ [enuan
“ uaby SNQ 951942y
4
22T
75z S|MPOJY uoReARDY v/
S Wapow JUNoo3Y SN dIWeuig 00¢
8€T fowll
ys1q Addoj4 OB LWSISAS




U.S. Patent

Sep. 8, 2015 Sheet 3 of 6

US 9,130,994 B1

lient

n
120

Dynamic DNS Account Activation
Module
122

Reverse DNS Agent Module
124

Website Request Module
126

FIG. 3



U.S. Patent

Sep. 8, 2015 Sheet 4 of 6

US 9,130,994 B1

Server
140A

Dynamic DNS Account
Management Module
142

Content Filtering Module
144

Domain Name Resolution Module
146

Priority Determination Module

148

FIG. 4



US 9,130,994 B1

Sheet 5 of 6

Sep. 8, 2015

U.S. Patent

S "OId

205
ao1ne(
i) Arewud

01§
lanieg

805
}IOMISN
Jeussix3

905
HOMION
ajeAlld

005
ao1A8(] JualD Alewud
10 uoijeso Alewd

$0S
aJna
Juayn Busia




U.S. Patent Sep. 8, 2015 Sheet 6 of 6 US 9,130,994 B1

602

Store a first location associated with a first client
device, a second location associated with a second
604 client device, and a third location associated with a
network

!
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TECHNIQUES FOR AVOIDING DYNAMIC
DOMAIN NAME SYSTEM (DNS) COLLISIONS

FIELD OF THE DISCLOSURE

The present disclosure relates generally to domain name
systems and, more particularly, to techniques for avoiding
dynamic domain name system (DNS) collisions.

BACKGROUND OF THE DISCLOSURE

Inrecent years, Internet users have increasingly utilized the
resources of Internet Service Providers (ISPs) to establish
private networks (e.g., home networks, small business net-
works). In some instances, these Internet users may utilize the
domain resolution services and content filtering services
offered by the ISPs. In other instances, these Internet users
may utilize the domain name resolution services and content
filtering services offered by other third party providers.
Accordingly, as the amount of Internet users associated with
private networks increases, the amount of Internet users that
utilize the domain name resolution services and content fil-
tering services provided by the same ISP or third party pro-
vider also increases. As a result, an increased amount of
domain name system (DNS) (e.g., dynamic DNS) collisions
may occur.

In view of the foregoing, it may be understood that there
may be significant problems and shortcomings associated
with current dynamic DNS technologies.

SUMMARY OF THE DISCLOSURE

Techniques for avoiding dynamic domain name system
(DNS) collisions are disclosed. In one particular exemplary
embodiment, the techniques may be realized as a method for
avoiding dynamic domain name system (DNS) collisions
comprising: storing a first location associated with a first
client device, a second location associated with a second
client device, and a third location associated with a network,
receiving, from the first client device, a first notification indi-
cating an Internet Protocol (IP) address via the network,
receiving, from the second client device, a second notification
indicating the IP address via the network, determining a most
likely owner of the network between the first client device and
the second client device based on the first location, the second
location, and the third location, and applying a content filter-
ing policy associated with the first client device when the first
client device is determined to be the most likely owner.

In accordance with other aspects of this particular exem-
plary embodiment, the first location may be associated with
the primary location of the first client device.

In accordance with further aspects of this particular exem-
plary embodiment, the network may be a private network.

In accordance with additional aspects of this particular
exemplary embodiment, the method may further include
determining at least one of the first location, the second loca-
tion, and the third location using one or more trace routes.

In accordance with other aspects of this particular exem-
plary embodiment, the method may further include determin-
ing at least one of the first location, the second location, and
the third location using triangulation.

In accordance with further aspects of this particular exem-
plary embodiment, the first location, the second location, and
the third location may be logical locations.

In accordance with additional aspects of this particular
exemplary embodiment, the first location, the second loca-
tion, and the third location may be physical locations.
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In accordance with other aspects of this particular exem-
plary embodiment, the first client device may store a first
dynamic DNS agent.

In accordance with further aspects of this particular exem-
plary embodiment, the second client device may store a sec-
ond dynamic DNS agent.

In accordance with additional aspects of this particular
exemplary embodiment, the second client device may be
visiting an area associated with the third location.

In accordance with additional aspects of this particular
exemplary embodiment, the techniques may be realized as at
least one non-transitory processor readable storage medium
for storing a computer program of instructions configured to
be readable by at least one processor for instructing the at
least one processor to execute a computer process.

In another particular exemplary embodiment, the tech-
niques may be realized as an article of manufacture for avoid-
ing dynamic domain name system (DNS) collisions, the
article of manufacture comprising: at least one non-transitory
processor readable medium, and instructions stored on the at
least one medium, wherein the instructions are configured to
be readable from the at least one medium by at least one
processor and thereby cause the at least one processor to
operate so as to: store a first location associated with a first
client device, a second location associated with a second
client device, and a third location associated with a network,
receive, from the first client device, a first notification indi-
cating an Internet Protocol (IP) address via the network,
receive, from the second client device, a second notification
indicating the IP address via the network, determine a most
likely owner of the network between the first client device and
the second client device based on the first location, the second
location, and the third location, and apply a content filtering
policy associated with the first client device when the first
client device is determined to be the most likely owner.

In another particular exemplary embodiment, the tech-
niques may be realized as a system for avoiding dynamic
domain name system (DNS) collisions comprising: one or
more processors communicatively coupled to a network,
wherein the one or more processors are configured to: store a
first location associated with a first client device, a second
location associated with a second client device, and a third
location associated with a network, receive, from the first
client device, a first notification indicating an Internet Proto-
col (IP) address via the network, receive, from the second
client device, a second notification indicating the IP address
via the network, determine a most likely owner of the network
between the first client device and the second client device
based on the first location, the second location, and the third
location, and apply a content filtering policy associated with
the first client device when the first client device is determined
to be the most likely owner.

In accordance with other aspects of this particular exem-
plary embodiment, the first location may be associated with
the primary location of the first client device.

In accordance with further aspects of this particular exem-
plary embodiment, the network may be a private network.

In accordance with additional aspects of this particular
exemplary embodiment, one or more processors may be con-
figured to determine at least one of the first location, the
second location, and the third location using one or more trace
routes.

In accordance with other aspects of this particular exem-
plary embodiment, one or more processors may be configured
to determine at least one of the first location, the second
location, and the third location using triangulation.



US 9,130,994 B1

3

In accordance with further aspects of this particular exem-
plary embodiment, the first location, the second location, and
the third location may be logical locations.

In accordance with additional aspects of this particular
exemplary embodiment, the first location, the second loca-
tion, and the third location may be physical locations.

In accordance with other aspects of this particular exem-
plary embodiment, the second client device may be visiting
an area associated with the third location.

The present disclosure will now be described in more detail
with reference to exemplary embodiments thereof as shown
in the accompanying drawings. While the present disclosure
is described below with reference to exemplary embodi-
ments, it should be understood that the present disclosure is
not limited thereto. Those of ordinary skill in the art having
access to the teachings herein will recognize additional
implementations, modifications, and embodiments, as well as
other fields of use, which are within the scope of the present
disclosure as described herein, and with respect to which the
present disclosure may be of significant utility.

BRIEF DESCRIPTION OF THE DRAWINGS

In order to facilitate a fuller understanding of the present
disclosure, reference is now made to the accompanying draw-
ings, in which like elements are referenced with like numer-
als. These drawings should not be construed as limiting the
present disclosure, but are intended to be exemplary only.

FIG. 1 shows a block diagram depicting a network archi-
tecture containing a platform for avoiding dynamic domain
name system (DNS) collisions in accordance with an embodi-
ment of the present disclosure.

FIG. 2 depicts a block diagram of a computer system in
accordance with an embodiment of the present disclosure.

FIG. 3 shows modules of a client in accordance with an
embodiment of the present disclosure.

FIG. 4 shows modules of a server in accordance with an
embodiment of the present disclosure.

FIG. 5 shows an environment in which a dynamic DNS
collision may occur in accordance with an embodiment of the
present disclosure.

FIG. 6 depicts a method for avoiding dynamic DNS colli-
sions in accordance with an embodiment of the present dis-
closure.

DETAILED DESCRIPTION OF EXEMPLARY
EMBODIMENTS

An Internet user may establish a private network (e.g., a
home network) at a primary location (e.g., a home) using one
or more services provided by an Internet Service Provider
(ISP). In addition, the Internet user may initiate the receipt of
domain name resolution services, content filtering services,
or a combination of both, from the ISP or a third party pro-
vider. As a result, a Domain Name System (DNS) agent (e.g.,
a dynamic DNS agent) may be installed on a primary client
device located at the primary location to provide a backend
server (e.g., a server associated with providing domain reso-
Iution services, a server associated with providing content
filtering services) with the latest Internet Protocol (IP)
address assigned to the primary client device (or private net-
work).

In addition, the Internet user may establish a content filter-
ing policy for the primary location. For example, a content
filtering policy may allow all content to be accessed via the
private network. In another example, a content filtering policy
may restrict access to malicious content (e.g., websites con-
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taining malware) via the private network. In another example,
a content filtering policy may restrict access to pornographic
content (e.g., websites with pornographic content) via the
private network. In yet another example, a content filtering
policy may restrict access to all content via the private net-
work. To ensure that the proper content filtering policy is
enforced, the backend server may maintain an association
between the content filtering policy and the latest IP address
assigned to the primary client device (or private network).

In certain instances, however, a visiting client device (e.g.,
a client device that temporarily visits the primary location)
with the same dynamic DNS agent may provide the same
current [P address provided by the primary client device. As
aresult, the backend server may not know whether to attribute
the current IP address provided to the primary client device or
the visiting client device. If, for example, the backend server
attributes the current IP address to the visiting client device,
any content filtering policy associated with the visiting client
device may be applied to the private network.

In one embodiment, certain techniques for avoiding such
dynamic DNS collisions are provided. In such an embodi-
ment, during a dynamic DNS account activation stage (e.g., a
registration stage), the backend server may receive the current
IP address associated with (e.g., assigned to) the primary
client device of the Internet user. The backend server may
then locate the IP address on the Internet using trace routes,
triangulation, an IP address geolocation, or any other mecha-
nism for identifying a location associated with an IP address.
Once a location is determined, the backend server may verify
that the location and the IP address are not associated with any
other dynamic DNS account associated with (e.g., stored by)
the backend server. If verified, the backend server may store
the location in the Internet user’s dynamic DNS account as
the primary location. Accordingly, the primary location asso-
ciated with a dynamic DNS account may be static, while the
IP address associated with the dynamic DNS account may be
dynamic.

As aresult of applying such techniques, the dynamic DNS
collision described above may be avoided as follows. When a
visiting client device with the same dynamic DNS agent
provides the same current IP address provided by the primary
client device, the backend server may attribute the current [P
address to the client device that is most likely to own the
private network (e.g., the client device that most likely
belongs to the primary location). Accordingly, once the same
current [P address is received from the visiting client device
and the primary client device, the backend server may access
the primary location associated with the dynamic DNS
account of the user of the visiting client device and the pri-
mary location associated with the dynamic DNS account of
the user of the primary client device. The backend server may
then determine whether the visiting client device or the pri-
mary client device is the most likely owner of the private
network by comparing the primary locations accessed.

In one embodiment, the backend server may determine
whether the visiting client device or the primary client device
is the most likely owner of the private network by comparing
primary locations accessed to the primary location of the
private network. In such an embodiment, a client device asso-
ciated with a primary location that is within a reasonable
distance from the primary location (e.g., within the same area
code, within 500 yards, within the same zip code) of the
private network may be considered the most likely owner of
the private network. As a result, the backend server may
attribute the current IP address to the client device that is
considered to be the most likely owner of the private network.
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In another embodiment, the backend server may determine
whether the visiting client device or the primary client device
is the most likely owner of the private network by comparing
a distance between the primary location of the visiting client
device and the location associated with the current IP address
to a distance between the primary location of the primary
client device and the location associated with the current IP
address. If, for example, the distance between the primary
location of the primary client device and the location associ-
ated with the current IP address is shorter than the distance
between the primary location of the visiting client device and
the location associated with the current IP address, the back-
end server may consider the primary client device to be the
most likely owner of the private network and attribute the
current IP address to the primary client device. As a result, the
backend server may apply the content filtering policy associ-
ated with the primary client device. Accordingly, enforce-
ment of the content filtering policy ofthe private network may
not be interrupted by the presence of a visiting client device at
the primary location of the private network.

FIG. 1 shows a block diagram depicting a network archi-
tecture 100 containing a platform for avoiding dynamic DNS
collisions in accordance with an embodiment of the present
disclosure. FIG. 1 is a simplified view of network architecture
100, which may include additional elements that are not
depicted. Network architecture 100 may contain client 110,
client 120, server 140 A, as well as server 140B (one or more
of which may be implemented using computer system 200
shown in FIG. 2). Client 110, client 120, server 140A, and
server 140B may be communicatively coupled to a network
150. Server 140A may be communicatively coupled to stor-
age devices 160A(1)-(N), and server 140B may be commu-
nicatively coupled to storage devices 160B(1)-(N). Server
140A may contain one or more modules for avoiding
dynamic DNS collisions including a dynamic DNS account
management module 142, a content filtering module 144, a
domain name resolution module 146, and a priority determi-
nation module 146. Server 140A and server 140B may be
communicatively coupled to a SAN (Storage Area Network)
fabric 170. SAN fabric 170 may support access to storage
devices 180(1)-(N) by server 140A and server 140B, and by
client 110 and client 120 via network 150. Server 140A may
be communicatively coupled to network 190. Client 120 may
contain one or more modules for avoiding dynamic domain
name system (DNS) collisions including a dynamic DNS
account activation module 122, a reverse DNS agent module
124, and a website request module 126.

With reference to computer system 200 of FIG. 2, modem
247, network interface 248, or some other method may be
used to provide connectivity from one or more of client 110
and client 120 to network 150. Client 120 may be able to
access information on server 140A or server 140B using, for
example, a web browser or other client software. Sucha client
may allow client 120 to access data hosted by server 140A or
server 140B or one of storage devices 160A(1)-(N), 160B(1)-
(N), and/or 180(1)-(N).

Networks 150 and 190 may be local area networks (LANSs),
wide area networks (WANSs), the Internet, cellular networks,
satellite networks, or other networks that permit communica-
tion between client 110, client 120, server 140A, server 1408,
and other devices communicatively coupled to networks 150
and 190. Networks 150 and 190 may further include one, or
any number, of the exemplary types of networks mentioned
above operating as a stand-alone network or in cooperation
with each other. Networks 150 and 190 may utilize one or
more protocols of one or more clients or servers to which they
are communicatively coupled. Networks 150 and 190 may
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6

translate to or from other protocols to one or more protocols
of network devices. Although networks 150 and 190 are each
depicted as one network, it should be appreciated that accord-
ing to one or more embodiments, networks 150 and 190 may
each comprise a plurality of interconnected networks.

Storage devices 160A(1)-(N), 160B(1)-(N), and/or 180(1)-
(N) may be network accessible storage and may be local,
remote, or a combination thereof to client 110, client 120,
server 140A, or server 140B. Storage devices 160A(1)-(N),
160B(1)-(N), and/or 180(1)-(N) may utilize a redundant
array of inexpensive disks (“RAID”), magnetic tape, disk, a
storage area network (“SAN™), an internet small computer
systems interface (“iSCSI”) SAN, a Fibre Channel SAN, a
common Internet File System (“CIFS”), network attached
storage (“NAS”), a network file system (“NFS”), optical
based storage, or other computer accessible storage. Storage
devices 160A(1)-(N), 160B(1)-(N), and/or 180(1)-(N) may
be used for backup, replication, or archival purposes.

According to some embodiments, client 110 and client 120
may be a smartphone, PDA, desktop computer, a laptop com-
puter, a server, another computer, or another device coupled
via a wireless or wired connection to network 150. Client 110
and client 120 may receive data from user input, a database, a
file, a web service, and/or an application programming inter-
face.

Server 140A and server 140B may be application servers,
archival platforms, backup servers, backend servers, network
storage devices, media servers, email servers, document man-
agement platforms, enterprise search servers, or other devices
communicatively coupled to network 150. Server 140A and
server 140B may utilize one of storage devices 160A(1)-(N),
160B(1)-(N), and/or 180(1)-(N) for the storage of application
data, replication data, backup data, or other data. Server 140A
and server 140B may be hosts, such as an application server,
which may process data traveling between client 110 and
client 120 and a backup platform, a backup process, and/or
storage. According to some embodiments, server 140A and
server 140B may be platforms used for backing up and/or
archiving data.

Dynamic DNS account activation module 122, reverse
DNS agent module 124, website request module 126,
dynamic DNS account management module 142, content
filtering module 144, domain name resolution module 146,
and priority determination module 148 are discussed in fur-
ther detail below.

FIG. 2 depicts ablock diagram of a computer system 200 in
accordance with an embodiment of the present disclosure.
Computer system 200 is suitable for implementing tech-
niques in accordance with the present disclosure. Computer
system 200 may include a bus 212 which may interconnect
major subsystems of computer system 200, such as a central
processor 214, a system memory 217 (e.g. RAM (Random
Access Memory), ROM (Read Only Memory), flash RAM, or
the like), an Input/Output (I/O) controller 218, an external
audio device, such as a speaker system 220 via an audio
output interface 222, an external device, such as a display
screen 224 via display adapter 226, serial ports 228 and 230,
a keyboard 232 (interfaced via a keyboard controller 233), a
storage interface 234, a floppy disk drive 237 operative to
receive a floppy disk 238, a host bus adapter (HBA) interface
card 235 A operative to connect with a Fibre Channel network
290, a host bus adapter (HBA) interface card 235B operative
to connect to a SCSI bus 239, and an optical disk drive 240
operative to receive an optical disk 242. Also included may be
a mouse 246 (or other point-and-click device, coupled to bus
212 via serial port 228), a modem 247 (coupled to bus 212 via
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serial port 230), network interface 248 (coupled directly to
bus 212), power manager 250, and battery 252.

Bus 212 allows data communication between central pro-
cessor 214 and system memory 217, which may include
read-only memory (ROM) or flash memory (neither shown),
and random access memory (RAM) (not shown), as previ-
ously noted. The RAM may be the main memory into which
the operating system and application programs may be
loaded. The ROM or flash memory can contain, among other
code, the Basic Input-Output system (BIOS) which controls
basic hardware operation such as the interaction with periph-
eral components. Applications resident with computer sys-
tem 200 may be stored on and accessed via a computer read-
able medium, such as a hard disk drive (e.g., fixed disk 244),
an optical drive (e.g., optical drive 240), a floppy disk unit
237, or other storage medium. For example, dynamic DNS
account activation module 122, reverse DNS agent module
124, and website request module 126 may be resident in
system memory 217.

Storage interface 234, as with the other storage interfaces
of computer system 200, can connect to a standard computer
readable medium for storage and/or retrieval of information,
such as a fixed disk drive 244. Fixed disk drive 244 may be a
part of computer system 200 or may be separate and accessed
through other interface systems. Modem 247 may provide a
direct connection to a remote server via a telephone link or to
the Internet via an internet service provider (ISP). Network
interface 248 may provide a direct connection to a remote
server via a direct network link to the Internet via a POP (point
of presence). Network interface 248 may provide such con-
nection using wireless techniques, including digital cellular
telephone connection, Cellular Digital Packet Data (CDPD)
connection, digital satellite data connection or the like.

Many other devices or subsystems (not shown) may be
connected in a similar manner (e.g., document scanners, digi-
tal cameras and so on). Conversely, all of the devices shown in
FIG. 2 need not be present to practice the present disclosure.
The devices and subsystems can be interconnected in differ-
ent ways from that shown in FIG. 2. Code to implement the
present disclosure may be stored in computer-readable stor-
age media such as one or more of system memory 217, fixed
disk 244, optical disk 242, or floppy disk 238. Code to imple-
ment the present disclosure may also be received via one or
more interfaces and stored in memory. The operating system
provided on computer system 200 may be MS-DOS®, MS-
WINDOWS®, OS/2®, OS X®, UNIX®, Linux®, or another
known operating system.

Power manager 250 may monitor a power level of battery
252. Power manager 250 may provide one or more APIs
(Application Programming Interfaces) to allow determina-
tion of a power level, of a time window remaining prior to
shutdown of computer system 200, a power consumption
rate, an indicator of whether computer system is on mains
(e.g., AC Power) or battery power, and other power related
information. According to some embodiments, APIs of power
manager 250 may be accessible remotely (e.g., accessible to
a remote backup management module via a network connec-
tion). According to some embodiments, battery 252 may be
an Uninterruptable Power Supply (UPS) located either local
to or remote from computer system 200. In such embodi-
ments, power manager 250 may provide information about a
power level of an UPS.

FIG. 3 shows modules of a client 120 in accordance with an
embodiment of the present disclosure. As illustrated, the cli-
ent 120 may contain one or more components including a
dynamic DNS account activation module 122, a reverse DNS
agent module 124, and a website request module 126.
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The description below describes network elements, com-
puters, and/or components of a system and method for avoid-
ing dynamic DNS collisions that may include one or more
modules. As used herein, the term “module” may be under-
stood to refer to computing software, firmware, hardware,
and/or various combinations thereof. Modules, however, are
not to be interpreted as software which is not implemented on
hardware, firmware, or recorded on a processor readable
recordable storage medium (i.e., modules are not software per
se). It is noted that the modules are exemplary. The modules
may be combined, integrated, separated, and/or duplicated to
support various applications. Also, a function described
herein as being performed at a particular module may be
performed at one or more other modules and/or by one or
more other devices instead of or in addition to the function
performed at the particular module. Further, the modules may
be implemented across multiple devices and/or other compo-
nents local or remote to one another. Additionally, the mod-
ules may be moved from one device and added to another
device, and/or may be included in both devices.

Dynamic DNS account activation module 122 may be con-
figured to allow a user of client 120 to activate a dynamic DNS
account during a registration stage. As a result of activating
the dynamic DNS account, the user may be provided with a
unique user identification number or a unique account num-
ber. Such a unique number may be used to identify the user’s
dynamic DNS account in one or more subsequent transac-
tions (e.g., modifying a content filtering policy).

Dynamic DNS account activation module 122 may also be
configured to allow a registered user (e.g., with a dynamic
DNS account) to initiate any, or a combination, of domain
name resolution services, content filtering services, and pri-
ority determination services provided by a backend server
(e.g., server 140A). If, for example, a registered user initiates
content filtering services, the dynamic DNS account activa-
tion module 122 may allow the registered user to input (e.g.,
define) a content filtering policy that is to be enforced on a
private network established at a primary location (e.g., a
home, an office) of a client device (e.g., client 120).

In one embodiment, a user may define a content filtering
policy that allows all content to be accessed via the private
network. In another embodiment, a user may define a content
filtering policy that restricts access to malicious content (e.g.,
websites containing malware) via the private network. In
another embodiment, a user may define a content filtering
policy that restricts access to pornographic content (e.g., web-
sites with pornographic content) via the private network. In
yet another embodiment, a user may define a content filtering
policy that restricts access to all content via the private net-
work (e.g., during a particular time frame). Dynamic DNS
account activation module 122 may allow a user to input or
define the content filtering policy using a graphical user inter-
face (GUI) that is operable on a client device (e.g., client 120).

Reverse DNS agent module 124 may be configured to
transmit the current IP address assigned to a client device (or
private network) at the primary location to a backend server
(e.g., server 140A) during a registration stage. Thereafter, the
reverse DNS agent module 124 may transmit an updated IP
address assigned to a client device (or private network) to a
backend server. In one embodiment, the reverse DNS agent
module 124 may transmit an updated IP address to the back-
end server as soon as the current IP address assigned to the
client device is changed to the updated IP address. In another
embodiment, the reverse DNS agent module 124 may trans-
mit an updated IP address to the backend server periodically.

Website request module 126 may be configured to allow a
user of a client device (e.g., client 120) at a primary location
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to request one or more websites in accordance with an
enforced content filtering policy. For example, in response to
arequest, websites that contain content that is allowed by the
content filtering policy may be provided to the client device
while websites that contain content that is not allowed by the
content filtering policy may not be provided to the client
device.

FIG. 4 shows modules of a server 140A in accordance with
an embodiment of the present disclosure. As illustrated, the
server 140A may contain one or more components including
a dynamic DNS account management module 142, a content
filtering module 144, a domain resolution module 146, and a
priority determination module 148.

The description below describes network elements, com-
puters, and/or components of a system and method for avoid-
ing dynamic DNS collisions that may include one or more
modules. As used herein, the term “module” may be under-
stood to refer to computing software, firmware, hardware,
and/or various combinations thereof. Modules, however, are
not to be interpreted as software which is not implemented on
hardware, firmware, or recorded on a processor readable
recordable storage medium (i.e., modules are not software per
se). It is noted that the modules are exemplary. The modules
may be combined, integrated, separated, and/or duplicated to
support various applications. Also, a function described
herein as being performed at a particular module may be
performed at one or more other modules and/or by one or
more other devices instead of or in addition to the function
performed at the particular module. Further, the modules may
be implemented across multiple devices and/or other compo-
nents local or remote to one another. Additionally, the mod-
ules may be moved from one device and added to another
device, and/or may be included in both devices.

Dynamic DNS account management module 142 may be
configured to activate (e.g., store) a dynamic DNS account on
behalf of a user of a client device. Accordingly, the dynamic
DNS account management module 124 may generate a
unique user identification number or a unique account num-
ber for each activated dynamic DNS account. As a result, the
dynamic DNS account management module 124 may store a
plurality of dynamic DNS accounts associated with a plural-
ity of users. Each dynamic DNS account stored in the
dynamic DNS account may be identifiable via the unique user
identification number or unique account generated for a par-
ticular dynamic DNS account.

Dynamic DNS account management module 142 may be
configured to activate any, or a combination, of domain name
resolution services, content filtering services, and priority
determination services. Any of these services may be per-
formed for a private network established at a primary location
(e.g., home, office) of a client device (e.g., client 120) or a
user.

During a registration stage, the dynamic DNS account
management module 142 may receive an IP address that is
currently assigned to a client device (e.g., client 120) from the
client device. Based on the IP address received, the dynamic
DNS account management module 142 may determine and
store a location of the IP address (e.g., on the Internet) using
one or more trace routes, triangulation, an IP address geolo-
cation, or any other mechanism for identifying a location
associated with an IP address. Once the location is deter-
mined, the dynamic DNS account management module 142
may verify that the location and the IP address are not asso-
ciated with any other dynamic DNS account stored in the
server 140. The verified location may then be appended to
(e.g., stored in) the dynamic DNS account associated with the
sending client device (e.g. client 120) as the primary location.
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Thereafter, the dynamic DNS account management module
142 may receive updated IP addresses from the client device
(e.g., client 120) as the IP addresses assigned to the client
device change. Accordingly, the primary location associated
with a dynamic DNS account may be static, while the IP
address associated with the dynamic DNS account may be
dynamic.

Content filtering module 144 may be configured to receive
and store a content filtering policy associated with a client
device (e.g., client 120) or a private network. Content filtering
module 144 may associate each content filtering policy
receive with the corresponding dynamic DNS account.
Accordingly, each content filtering policy may be associated
with a corresponding primary location and a corresponding
current IP address.

Domain name resolution module 146 may be configured to
receive a request for a website from a client device (e.g., client
120). As part of the request, the domain name resolution
module 146 may receive the current IP address from the
requesting client and the domain name of the website
requested. Based on the current IP address received, the
domain name resolution module 146 may allow the content
filtering module 144 to apply the appropriate content filtering
policy to the request prior to returning the results of the
request. If, for example, the content filtering module 144
determines that access to the requested website is allowed
under the content filtering policy, the domain name resolution
module 146 may return the requested website to the request-
ing client device. If, however, the content filtering module
144 determines that access to the requested website is not
allowed under the content filtering policy, the domain name
resolution module 146 may return a webpage that indicates
that the requested website is not allowed under the current
content filtering policy.

Priority determination module 148 may be configured to
detect and resolve dynamic DNS collisions. A dynamic DNS
collision may occur when a first client device (e.g., a primary
client device) associated with a primary location and a private
network at the primary location and a second client device
(e.g., visiting client device) visiting the primary location each
store the same type of dynamic DNS agent (e.g., dynamic
DNS agents provided by the same third party provider). As a
result of each storing the same type of dynamic DNS agent
and the second client device roaming to the private network of
the primary location, the first client device may provide a
current [P address assigned to the private network of the
primary location to server 140A and the second client device
may also provide the current IP address assigned to the private
network of the primary location to server 140A.

If, for example, server 140A associates the current IP
address with the first client device, the proper content filtering
policy defined by the user of the first client device may be
enforced on the private network. If, however, server 140A
associates the current IP address with the second client
device, any content filtering policy associated with the second
client device may be improperly enforced on the private net-
work.

To resolve such a dynamic DNS collision, the priority
determination module 148 may attribute the current IP
address to the client device that most likely owns the private
network (e.g., the client device that most likely belongs to the
primary location, the client device that is associated with a
user that most likely owns the private network). Accordingly,
once the same current IP address is received from the first
client device and the second client device, the priority deter-
mination module 148 may access a primary location associ-
ated with the dynamic DNS account of the user of the first
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client device and a primary location associated with the
dynamic DNS account of the user of the second client device.
The priority determination module 148 may then determine
whether the first client device or the second client device is the
most likely owner of the private network by comparing the
primary locations accessed.

In one embodiment, the priority determination module 148
may determine whether the first client device or the second
client device is the most likely owner of the private network
by comparing the primary locations accessed to the primary
location of the private network. In such an embodiment, a
client device associated with a primary location that is within
a reasonable distance from the primary location (e.g., within
the same area code, within 500 yards, within the same zip
code) of the private network may be considered the most
likely owner of the private network. As a result, the priority
determination module 148 may attribute the current IP
address to the client device that is considered to be the most
likely owner of the private network.

In another embodiment, the priority determination module
148 may determine whether the first client device or the
second client device is the most likely owner of the private
network by comparing a distance between the primary loca-
tion of the first client device and the location associated with
the current IP address to a distance between the primary
location of the second client device and the location associ-
ated with the current IP address. If, for example, the distance
between the primary location of the first client device and the
location associated with the current IP address is shorter than
the distance between the primary location of the second client
device and the location associated with the current IP address,
the priority determination module 148 may consider the first
client device to be the most likely owner of the private net-
work and attribute the current IP address to the first client
device. As a result, the priority determination module 148
may apply the content filtering policy associated with the first
client device. Accordingly, enforcement of the content filter-
ing policy of the private network may not be interrupted by
the presence of a second client device at the primary location
of the private network.

FIG. 5 shows an environment in which a dynamic DNS
collision may occur in accordance with an embodiment of the
present disclosure. As illustrated in FIG. 5, private network
506 established at a primary location of a primary client
device 500 may be associated with a current IP address.
Accordingly, the dynamic DNS agent stored on the primary
client device 502 may provide the current IP address to server
510 (e.g., a backend server, server 140A). Based on the cur-
rent [P address provided by the primary client device 502, the
server 510 may enforce the appropriate content filtering
policy that a user of the primary client device 502 previously
defined.

If, for example, a visiting client device 504 storing the
same type of dynamic DNS agent visits the primary location
of the primary client device 500 and roams to the private
network 506, the dynamic DNS agent stored on the visiting
client device 504 may also provide the current IP address to
the server 510. As a result, the server 510 may not know
which, if any, content filtering policies should be enforced on
the private network 506. That is, the server 510 may not know
whether to attribute the current IP address to the primary
client device 502 and apply the content filtering policy
defined by the user of the primary client device 502 or to
attribute the current IP address to the visiting client device
504 and apply the content filtering policy defined by the user
of the visiting client device 504.
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Using the dynamic DNS collision avoidance techniques
described herein, the server 510 may attribute the current IP
address to the primary client device 502 based on the primary
location of the primary client device 502 stored in the corre-
sponding dynamic DNS account. That is, the server 510 may
attribute the current IP address to the primary client device
502 based on the primary client device’s 502 proximity to the
primary location 500 or a location associated with the current
IP address.

FIG. 6 depicts a method 600 for avoiding dynamic DNS
collisions in accordance with an embodiment of the present
disclosure. At block 602, the method 600 may begin.

At block 604, a first location associated with a first client
device, a second location associated with a second client
device, and a third location associated with a network are
stored. The server 140A may store first, second, and third
locations as logical locations, physical locations, or a combi-
nation of both.

At block 606, a first notification indicating an Internet
Protocol (IP) address is received from the first client device
via the network. The first client device may be a primary
client device and the first notification may indicate the current
IP address associated with the primary client device.

At block 608, a second notification indicating the IP
address is received from the second client device via the
network. The second client device may be a visiting client
device and the second notification may indicate the current IP
address associated with the primary client device.

At block 610, a most likely owner of the network is deter-
mined between the first client device and the second client
device based on the first location, the second location, and the
third location.

At block 612, a content filtering policy associated with the
first client device is applied when the first client device is
determined to be the most likely owner.

At block 614, the method 600 may end.

At this point it should be noted that avoiding dynamic DNS
collisions in accordance with the present disclosure as
described above may involve the processing of input data and
the generation of output data to some extent. This input data
processing and output data generation may be implemented
in hardware or software. For example, specific electronic
components may be employed in a priority determination
module or similar or related circuitry for implementing the
functions associated with avoiding dynamic DNS collisions
in accordance with the present disclosure as described above.
Alternatively, one or more processors operating in accor-
dance with instructions may implement the functions associ-
ated with avoiding dynamic DNS collisions in accordance
with the present disclosure as described above. If such is the
case, it is within the scope of the present disclosure that such
instructions may be stored on one or more processor readable
storage media (e.g., a magnetic disk or other storage
medium), or transmitted to one or more processors via one or
more signals embodied in one or more carrier waves.

The present disclosure is not to be limited in scope by the
specific embodiments described herein. Indeed, other various
embodiments of and modifications to the present disclosure,
in addition to those described herein, will be apparent to those
of ordinary skill in the art from the foregoing description and
accompanying drawings. Thus, such other embodiments and
modifications are intended to fall within the scope of the
present disclosure. Further, although the present disclosure
has been described herein in the context of a particular imple-
mentation in a particular environment for a particular pur-
pose, those of ordinary skill in the art will recognize that its
usefulness is not limited thereto and that the present disclo-
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sure may be beneficially implemented in any number of envi-
ronments for any number of purposes. Accordingly, the
claims set forth below should be construed in view of the full
breadth and spirit of the present disclosure as described
herein.

The invention claimed is:
1. A method for avoiding dynamic domain name system
(DNYS) collisions comprising:
storing a first location associated with a primary location of
a first client device associated with a first dynamic DNS
user, a second location associated with a primary loca-
tion of a second client device associated with a second
dynamic DNS user, and a third location associated with
a primary location of a network;

receiving, from the first client device associated with the
first dynamic DNS user, a first notification indicating an
Internet Protocol (IP) address assigned to the network,
wherein the first client device is connected to the net-
work;

receiving, from the second client device associated with the

second dynamic DNS user, a second notification indi-
cating the IP address assigned to the network, wherein
the IP address received from the second client device is
the same as the IP address received from the first client
device, and wherein the second client device is con-
nected to the network;

determining a most likely owner of the network between

the first client device and the second client device based
on the first location, the second location, and the third
location, wherein ownership of a network determines
which dynamic DNS user the network shall be attributed
to; and

applying a content filtering policy associated with the first

client device to at least one attempt to access a network
resource via the network when the first client device is
determined to be the most likely owner.

2. The method of claim 1, wherein the first client device
stores a first dynamic DNS agent.

3. The method of claim 1, wherein the network comprises
a private network.

4. The method of claim 1, further comprising determining
at least one of the first location, the second location, and the
third location using one or more trace routes.

5. The method of claim 1, further comprising determining
at least one of the first location, the second location, and the
third location using triangulation.

6. The method of claim 1, wherein the first location, the
second location, and the third location comprise logical loca-
tions.

7. The method of claim 1, wherein the first location, the
second location, and the third location comprise physical
locations.

8. The method of claim 2, wherein the second client device
stores a second dynamic DNS agent, wherein the first
dynamic DNS agent and the second dynamic DNS agent are
the same type of DNS agent.

9. The method of claim 3, wherein determining a most
likely owner of the network further comprises comparing the
primary location of the private network to the primary loca-
tion of the first client device and the primary location of the
second client device.

10. The method of claim 1, wherein the second client
device is visiting an area associated with the third location.

11. At least one non-transitory processor readable storage
medium for storing a computer program of instructions con-
figured to be readable by at least one processor for instructing
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the at least one processor to execute a computer process for
performing the method as recited in claim 1.

12. An article of manufacture for avoiding dynamic
domain name system (DNS) collisions, the article of manu-
facture comprising:

atleast one non-transitory processor readable medium; and

instructions stored on the at least one medium;

wherein the instructions are configured to be readable from

the at least one medium by at least one processor and

thereby cause the at least one processor to operate so as

to:

store a first location associated with a primary location
of a first client device associated with a first dynamic
DNS user, a second location associated with a pri-
mary location of a second client device associated
with a second dynamic DNS user, and a third location
associated with a primary location of a network;

receive, from the first client device associated with the
first dynamic DNS user, a first notification indicating
an Internet Protocol (IP) address assigned to the net-
work, wherein the first client device is connected to
the network;

receive, from the second client device associated with
the second dynamic DNS user, a second notification
indicating the IP address assigned to the network,
wherein the IP address received from the second cli-
ent device is the same as the IP address received from
the first client device, and wherein the second client
device is connected to the network;

determine a most likely owner of the network between
the first client device and the second client device
based on the first location, the second location, and
the third location, wherein ownership of a network
determines which dynamic DNS user the network
shall be attributed to; and

apply a content filtering policy associated with the first
client device to at least one attempt to access a net-
work resource via the network when the first client
device is determined to be the most likely owner.

13. A system for avoiding dynamic domain name system
(DNS) collisions comprising:

one or more hardware processors communicatively

coupled to a network, wherein the one or more hardware
processors are configured to:
store a first location associated with a primary location of a
first client device associated with a first dynamic DNS
user, a second location associated with a primary loca-
tion of a second client device associated with a second
dynamic DNS user, and a third location associated with
a primary location of a network;

receive, from the first client device associated with the first
dynamic DNS user, a first notification indicating an
Internet Protocol (IP) address assigned to the network,
wherein the first client device is connected to the net-
work;

receive, from the second client device associated with the

second dynamic DNS user, a second notification indi-
cating the IP address assigned to the network, wherein
the IP address received from the second client device is
the same as the IP address received from the first client
device, and wherein the second client device is con-
nected to the network;

determine a most likely owner of the network between the

first client device and the second client device based on
the first location, the second location, and the third loca-
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tion, wherein ownership of a network determines which
dynamic DNS user the network shall be attributed to;
and

apply a content filtering policy associated with the first

client device to at least one attempt to access a network 5
resource via the network when the first client device is
determined to be the most likely owner.

14. The system of claim 13, wherein the first client device
stores a first dynamic DNS agent, wherein the second client
device stores a second dynamic DNS agent, and wherein the 10
first dynamic DNS agent and the second dynamic DNS agent
are the same type of DNS agent.

15. The system of claim 13, wherein the network comprises
a private network.

16. The system of claim 13, wherein the one or more 15
hardware processors are configured to determine at least one
of'the first location, the second location, and the third location
using one or more trace routes.

17. The system of claim 13, wherein the one or more
hardware processors are configured to determine at least one 20
of'the first location, the second location, and the third location
using triangulation.

18. The system of claim 13, wherein the first location, the
second location, and the third location comprise logical loca-
tions. 25

19. The system of claim 13, wherein the first location, the
second location, and the third location comprise physical
locations.

20. The system of claim 13, wherein the second client
device is visiting an area associated with the third location. 30
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